A NEW
WORLD OF

DISPLAY QUALITY

LIGHTING




GE CONSTANTCOLOR CMH"
LAMPS ARE THE ULTIMATE

LIGHT SOURCE FOR

APPLICATIONS WHERE
COLOR AND EFFICIENCY
ARE IMPORTANT. NOWV,
ANYONE WITH CRITICAL
COLOR NEEDS CAN ENJOY
THE OUTSTANDING ENERGY
EFFICIENCY—AND THE
SAVINGS—THAT GE
CONSTANTCOLOR CMH"

LAMPS PROVIDE.



Highest Efficiency
* Incredible efficiency (up to 95 LPW) gives you the light levels to make your facility look

great without the energy consumption and costs of traditional incandescent sources.

Long Life

® Long Life (up to 12,000 hours) and excellent reliability means fewer lamp replacements,

fewer unsightly bum-outs.. just no-hassle, great-looking lighting.

Advanced Arc Tube

* GE’s CMH lamps use an advanced three-piece arc tube design developed through
rigorous Six Sigma processes. Competitive lamps use a five-piece arc tube design which
has a survival rate of only 85% at
4,000 hours. With the three-piece
arc tube GE CMH lamps have up
to 96% survival rate at 4,000
hours! This greater reliability
means lower maintenance costs

and fewer early burn-outs.

Unlimited Design Possibilities

* Efficient, bright light in a “halogen-quality” light source enables a host of new lighting
design possibilities. GE offers a wide variety of shapes and sizes to allow maximum
creativity and flexibility.

Just think of the possibilities...opportunities are as endless as your imagination. GE's variety

of lamp types and wattages means there’s a ConstantColor CMH lamp to meet virtually any

application idea.



Color Uniformity
Lamp-to-Lamp
Minimal lamp-to-lamp

¢ variation means ceilings
look bright and clean.
ConstantColor CMH provides
1 consistent “white light
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Consistent Color
Over Life

GE ConstantColor CMH lamps
Eu:‘u\'\'h stable color over lifc
So walls, ceilings, displays and
furnishings leok their natural

best always

Excellent Color
Rendering

ConstantColor CMH lamps feature

ceptional color rendering—as
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Long 10,000 to
12,000 Hour Life

Outstanding
Operating
Efficiencies



Unlimited Design
Possibilities
CMH technology featuring excellent

uniform color, high lig

ght output
package with extraordinary beam
control, combined with outstanding

operating elficiencies provides

maximum design flexibility

['hink of the possibilities this

combination of halogen-like ligh
with HID efficiencies offers. The

opportunmues are 1s endless as the
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Single and Double-Ended
CMH Lamps

Elliptical
HID Lamps
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CMH PAR Lamps

Ideal light sources for display
lighting, downlighting, lobby,
foyer, atrium, general
spotlighting and

floodlighting.
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Performance Data
ConstantColor CMH™ Lamps

15 10 Spotlight, 22,000 CBCP, UV cantrol**

42069 CMH39/PAR20/830/SP10

39 2,100 N/A 10000 3000 >85 3% N/A  MI130 0
42068 CMH39/PAR20/830/FL25 39 2,100 N/A 10000 3000 >85 3% N/A  MI130 0 15  25Foodlight, 7,500 CBCP, UV control**
45066 CMH39/PAR30L/830/SP10 39 2,400 N/A 10,000 3000 >80 4% N/A  M130 0 6  10Spotlight, 39,600 CBCP, UV control**
42066 CMH39/PAR30L/830/SP15 39 2,400 N/A 10,000 3000 >80 4% N/A M130 0 6  15Spotlight, 28,000 CBCP, UV control**
42067 CMH39/PAR30L/830/FL25 39 2,400 N/A 10,000 3000 >80 4% N/A  MI130 0 6  25Foodlight, 11,000 CBCP, UV control*!
22152 CMH70/PAR30L/830/SP15 70 4,700 N/A 10000 3000 >80 4% N/A M98 or M139 0 6  15Spotlight, 43,000 CBCP, UV control*’
22159 CMH70/PAR30L/830/FL40 70 4,700 N/A 10,000 3000 >80 4% N/A M38 or M139 0 6  40Foodlight, 10,000 CBCP, UV control™*
45675 CMH70/PAR38/830/SP15 70 4,800 N/A 10,000 3000 >80 5% N/A M38 or M139 0 &  15Spotiight, 40,000 CBCP, UV control’
45677 CMH70/PAR38/830/FL25 70 4,800 N/A 10000 3000 >80 5% N/A M98 or M139 0 6 25Foodlight, 14,000 CBCP, UV contral®
45679 CMH70/PAR38/830/WFL 70 4,800 N/A 10000 3000 >80 5%m N/A  MB88 or M139 0 &  WideFloodlight, UV control®
45680 CMH100/PAR38/830/SP15 100 6,500 N/A 10,000 3000 >80 5% N/A MBS0 or M140 0 6  15Spotlight, 45,000 CBCP, UV control’
45681 CMH100/PAR38/830/FL25 100 6,5(!) N/A 10000 3000 >80 5% N/A MBS0 or M140 0 &  25Floodlight, 15,000 CBCP, UV control®
45682 CMH100/PAR38/830/WFL 100 N/A 10,000 3000 5%s N/A MBS0 or M140 0 6  WideFloodlight, UV control®
22119 CMH70/U/830/MED 70 6300 4500 10,000 >80 57w 3% M98 or M139 E & Clear
22124 CMHT0/C/U/B30/MED 70 6000 4300 10000 3000 >80 57w 3% M98 or M139 E & Coated
22127 CMH100/U/830/MED 100 9200 6600 10000 3000 >80 57w 3% MBS0 or M140 E 6 Clear
22137  CMH100/C/U/830/MED 100 8700 6300 10000 3000 >80 5% 3% M30 or M140 E & Coated
41618 CMH70/U/830/MED/O 70 5,800 4,700 10,000 3000 >80 5w 3% M38 or M139 0 6 Clear
45673* CMH70/C/U/830/MED/O 70 5600 4500 10000 3000 >80 5%s 3%  M98orMI139 0 6 Coated
41619* CMH100/U/830/MED/O 100 8,550 6,600 10,000 3000 >80 5 3% M30 or M140 0 6 Clear
41748* CMH100/C/U/B30/MED/O 100 8200 6400 10,000 >80 5% 3% M830 or M140 0 6 Coated

SINGLE-ENDED G12

42070 CMH39/T/U/830/G12 39 3,400 2,400 10,000 3000 3% 2%w  MI130 E 12  Clear, UV control'**

92582 CMH70/T/U/830/G12 70 6,200 5000 12,000 3000 >80 3% 2w M85 M98 or M139 E 12 Clear, UV control"**

92583 CMH70/T/U/942/G12 70 6,400 5200 12000 4200 >90 3w 2% M85, M98 or M139 E 12  Clear, UV control"*’

Esi  CMH150/T/U/830/G12 150 14000 11,000 1inuu 3000 336 3%s 2w  MBILMIO2orMM42 E 12 Clear, UV control*’
CMH150/T/U/942/G12 150 13,000 11,000 4200 3% 2% MB81,M102 or M142 E Clear, UV control'**

92587 CMH70/TD/830/Rx7s 70 7,000 5600 15000 3000 >80 4'f 2% M85, M98 or M139 E 12  Clear, UV control, Horizontal +/- 45 only"!

CMH70/TD/942/Rx7s 70 7000 5500 15000 4200 90 4% 2/ MB5MS80rM138 E 12 Clear, UV control, Horizontal +/- 45 anly"!

92589 CMH150/TD/830/Rx7s 150 14,000 11,500 15,000 3000 >80 5%k 2% M8a1,M102 or M142 E 1”2 Clear, UV control, Horizontal +/- 45 only'*

CMH150/TD/942/Rx7s 150 14000 11500 15000 4200 >90 5% 2 MB81,M102 or M142 E 12  Clear, UV control, Horizontal +/- 45 only"*

90352 CMH39/TC/U/830/G8.5 33 3400 2600 9,000 3000 >80 3% 2 M130 E 12  Clear, UV control'*’

CMH70/TC/U/830/G8.5 70 6200 4700 9,000 3000 >80 3% 2 M98 or M139 E 12  Clear, UVcontrol'**

Bold indi new or updated inf

*Preliminary Ennmeanna Ratings; Upan Rated Elliptical Lamps available late 2000. For additional information cantact your local GE Lighting representative.

'UV Control is a new, quartz material that effectively cuts UVB and UVC radiation.
*Must only be operated on thermally protected ballast.
*Rated life based on 7 hours per start.

CAUTION: Always turn power DFF before relamping fixtures.

For the most up-to-date,
comprehensive product information,
visit the GE Lighting Web site at
www.GELighting.com
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