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Project Overview

• Vendor selection for tank, installation, 
hardware/software- (student interns)

• Site selection & plan review by surveyor

• Zoning variance & permitting with City of 
Boston

• Environmental Health & Safety compliance

• Construction

• Training- see appendix

• Go Live



Site Location



Tank Delivery



“Jersey” Barrier Delivery



Conduit Trench



Final Product



High Level Alarm

Safety Features

Emergency Shut-off

Explosion Proof Wiring



Fire Suppression
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Fuel Access, Delivery, & Recording



First Delivery Dec 20th 2003



Cost Analysis
Site Plans $2,500

2000 Gallon ConVault Tank                      $9,450

Fuel Management $5,850

Installation: tank delivery, wiring, 

concrete, conduit, fencing                          $15,700

Leak Detection system* $1,258

Fire Suppression* $10,600

Total                                                           $45,358

*depends on local and state regulations



Summary of Benefits 
for On-Site Fueling

• Convenient-saves time
• Available to all Harvard Departments 24/7
• Detailed usage reports:vehicle,employee,etc
• “Portable”if built above ground
• Cost effective: 4 year payback period (.15 

cents gal @85K gal usage= $12,750/yr.



Contact  Information
david _ harris _ jr @ harvard.edu

175 North Harvard St. Boston, MA 02134

Telephone: 617.496.5916

www.uos.harvard.edu

Thank You for Attending!



END



V
endor inform

ation


