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SELECTION:  Manufacturer

CONSTR (cont.):  Wheel type


     Model No.

     Wheel material


     Size

     Wheel construction


TOTAL QUANTITY REQUIRED:

MOTOR:  Equipment Number


PERFORMANCE:  Volume CFM

      Horsepower


     Static pressure, In. W.G.

      Volts, phase, Hz


     Service-Supply, Exhaust, etc.

      Constant or variable speed


     Flowing medium

      Enclosure


     Temperature at inlet F

      Adjustable base required


     Barom. press. at inlet, in. Hg.

      Service factor


     Outlet velocity, FPM max.

      Full load RPM


     Wheel diameter, in.

    High Efficiency


     Fan speed, RPM max.

      NEMA frame No.


     Brake HP max.

      Elec. type: Squirrel-cage/other


ARRANGEMENT:  AMCA Arrangement No.

DRIVE:   Type


     SISW or DIDW

      HP rating


     Rotation

      Motor sheave Fixed, Vari-pitch


     AMCA discharge position

ACCESSORIES:  Belt guard


     AMCA motor position

      Variable inlet vanes


     Housing:  Fixed, 45 Adjustable

      Opposed blade disch. damper


     Inlet connection type

      Inlet screens


     Outlet connection type

      Access door:  Flush or Raised


CONSTRUCTION:  AMCA Class

      Access door position


      AMCA sparkproof class

      Drain connx size, In. IPS


      Housing material

      Weatherproof drive cover


      Housing seams

      Bearing cooling type


      Housing design:  Full or Split

      Spring-type vibration base

         common to fan & motor sized           for 10% transmissibility


      Shaft material




Bearings:  Roller or Ball (All bearings

shall be self-aligning external grease lube type.  Roller bearings shall be taper-lock spherical type.)

PAINTING:  Manufacturer's standard




      Special (describe)




COATINGS:  (Describe)







REMARKS:  Fan shall be AMCA rated and tested.  Fan unit shall be both statically and dynamically balanced.








 * Information to be furnished by equipment manufacturer.
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1. Performance curves or tables indicating   actual fan speed, outlet velocity, and brake      HP for specified conditions.



3.  Weight of              equipment








4.  Installation            instructions




2. Outline dimensional drawings



5.  AMCA sound         rating 
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