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SELECTION:  Manufacturer

CONTACTORS:


   Model No.

   Furnished by coil 


TOTAL QUANTITY REQUIRED:

   manufacturer, yes or no?


PERFORMANCE:  Flowing medium

   Remote or Built-in type


   Flow rate, CFM

   Mercury or Magnetic type


   Temperature, In/Out, EF

   Remote enclosure NEMA No.


   Sensible heat, BTU/Hr.

   Oper. coil volts, phase, Hz


   Face velocity, FPM

SPECIALS:  Built-in fuses


   Resistance, In. water max.

   Weatherproof terminal box


   Flow:  Horizontal 

   Insulated terminal box


            Vertically up

   Internally insulated duct


            Vertically down

   Built-in pilot lights


POWER:  KW

   Built-in pilot switch


   Volts, phase, Hz

   Built-in disconnect switch


   No. of equal circuits

   Built-in control transformer


CASING:  Duct width x height, In.

   Transf. volts, phase, Hz


   Flanged or Slip-in

   Built-in protective screens


   External flange dimension, In.

   Single phase line voltage


   Location of terminals viewing

   circuits for 3-phase operation


   air entering side

   Single phase line-to-neutral


   Material

   voltage circuits for


HEATER:  Exposed Nichrome wire

   3-phase operation


   Enclosed finned tube

   Welded airtight casing


PROTECTORS:

   Temperature uniformity


   Primary:  Auto reset disc

   across face of coil, EF


                Auto reset bulb




   Secondary:  Manual reset disc




                    Manual reset bulb














REMARKS:   Coil shall be designed for zero-clearance installation and shall bear a UL label.










 * Information to be furnished by equipment manufacturer.
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4.  Installation instructions
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