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EQUIPMENT NUMBERS




SELECTION:  Manufacturer

Collar Required


Model No.

Material


TOTAL QUANTITY REQUIRED:

Gauge


Type:

Collar Length, In.


Multiblade

Air Inlet Side


Curtain

Air Outlet Side


Trap Door




Other

Sleeve Required


Damper Position:

Material


Vertical

Gauge


Horizontal - Air Flow Up

Total Length


Horizontal - Air Flow Down




Duct Size:  (Inches)

Rating (UL Approved) - Hrs.


Round - Diameter

% Free Area


Oval - Width/Height

Fusible Link - (See Remarks)


Rectangular - Width/Height

Closure Method:




Spring


Blade:

Weighted Blades


Material




Gauge

Spring Locking Latch


Single




Opposed




Interlocking




Bearings




Width (Max.) - In.




Length (Max.) - In.









REMARKS:  

Fusible links shall be Grinnell, 30 lb. load rated, Issue D, with a 165E F temperature rating.

Multiple dampers shall have a fusible link for each individual damper.

Blades shall be parallel to the width.

Dampers shall be listed and labeled under Label Service of Underwriters' Laboratories, Inc. for mounting position listed.

Fusible links and spring latches shall be on same side of damper.









 * Information to be furnished by equipment manufacturer.








FURNISH THE FOLLOWING
SUBMITTALS REQUIRED


TYPE OF DATA
SUBMITTALS REQUIRED



MANUFACTURER'S DATA:
W/BIDS
APPR.
CERT.
(CONTINUED)
W/BIDS
APPR.
CERT.

1.  Outline dimensional drawings



4.  Installation instructions




2.  Weight of equipment



5.  Descriptive literature




3.  Performance data
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